
DESIGN.
FABRICATE. 
INSTALL.
THIS IS OUR SPECIALTY. THIS IS OUR PASSION.



WE ARE EXPERIENCE PERSONIFIED.

With One stop production, Technical Expertise, team 
spirit and capable management, the company is able 
to guarantee top performance throughout the entire 
production chain. 

GOAL:

Designed to extract odours and heat  from the 
receptacles and ventilation that can continually 
draws fresh air in throughout the system.
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RAISING WASTE MANAGEMENT STANDARDS
Our consultants have extensive industry knowledge that enable us to tailor solutions for each unique site to save on 
costs, while promoting a sustainable future.

DESIGN.

Our products and equipment 
are born from the minds of 
dedicated and experienced 

design and engineering teams.

FABRICATE.

Our manufacturing facility 
supports our ability to develop 
tailor-made solutions quickly, 
efficiently and cost-effectively.

INSTALL.

On-time project delivery 
backed by a professional team 

& support network that 
continues to maintain a high 
level of service, world-wide.
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FIRE RATED CERTIFICATES 

A fire door must have a label 
attached indicating the fire test 
rating. 

• Doors are tested from front 
and backside of the door. It Will 
be able to exceed heat for 
2hours. 

A fire door must have a label 
attached indicating the fire test 
rating. 

• Doors are tested from
backside of the door. It Will be 
able to exceed heat for 2hours. 
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476

Fire Doors must serve four main functions

• serve as a regular door at all times  
• provide ready egress from a fire area    
during a fire 
•inhibit spreading of fire 
• protect life and property by stopping the 
fire to get through the chute.



GARBAGE & LINEN CHUTE SYSTEM

Our garbage chute systems are highly 
practical, simple, and cost effective 
solution for waste management in 

buildings and on ground.

It is aimed at improving health 
protection, increasing the convenience 
of users and to meet the demands of a 

cleaner environment.

Electrical Accessories inside the hopper 
door: 24V.  

Our products can be applied to 
residential buildings as well as office 

and administration buildings. 

Most of our clients include not only 
residential buildings but also 

restaurants, hotels, supermarkets 
and hospitals.

Optional: One Door Open System

• Monitored through control 
panel.
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GARBAGE & LINEN CHUTE SYSTEM
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HOPPER DOOR TEST (ACTUAL 
VIDEOS 



GARBAGE CHUTES

CHUTE DIAMETER & HEIGHT

The standard size for chute diameter is 
60cm with 30 liters tipping hoppers, and 

45cm net door opening. 

It is compatible with garbage cans used in 
kitchens in handling the plastic shopping 

bags which are usually of 20 liter-capacity 
and which can be disposed of in the 30 

liters tipping system.

Other diameters are available. The height 
varies and depends on the type of 

buildings involved.
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GARBAGE CHUTES

CHUTE MATERIAL

The garbage chutes are made from stainless steel 
grade 304. It will not rust and is impervious to 
moisture and mild acids and alkalis which are 

always present in garbage. They are continuously 
welded and lock-seamed joints without bolts, 

rivets, or clips projecting on chute interior.

The complete interior surface of the chute is 
absolutely smooth with no irregularities over its full 

surface length, to prevent any garbage being 
trapped.

Chute is covered with sound dampening (fire 
rated).

10



CHUTE SUPPORT
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RINGS, FRAME & BOLTS

The chute will be supported by 50x50x5mm steel 
angles welded on 50x50x5mm angle support.

Suitable steel anchor bolts will be provided.

Any additional requirements for supporting will 
be added as per the site condition.



CHUTE ACCESSORIES
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The top part of the chute extended with vent 
pipe above roof level with a weathering cowl, 
bird and insect screen.

The fan is incorporated either in the chute cover 
or in fan housing for high rise building above the 
head of the chute.

This fan assures continuous ventilation of the 
chute and extracts  foul  air  to  the  atmosphere  
so  that  foul  air  is unable to escape through the 
intake door openings of the chute system.

VENTILATION SYSTEM



CHUTE ACCESSORIES
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Access door mounted on the top level of the 
chute is for the purpose of inspection of 
accessories, refilling of disinfectant, maintenance 
of cleaning system.

The cavity of the access door pipe comprises the 
brush system and the sanitizing unit.

Access  door  applies  for  garbage  &  linen  
chute  and  is installed at the last floor which 
precedes the top roof.

ACCESS DOOR



CHUTE ACCESSORIES
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Washing sprinklers are connected to water 
pressure line on the roof by a vertical copper 
pipe. A disinfecting and sanitizing unit is provided 
to enable automatic disinfectant of   chute   
during   the   cleaning   process.

A disinfectant tank filled with disinfectant or 
deodorant mounted on the top of the chute 
relay with the washing system to ensure chute 
cleanliness.

WASHING SYSTEM



CHUTE ACCESSORIES
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In addition to the chute washing system, an 
automatic brush cleaning system is provided 
above the highest access door. This special 
device was deigned to clean the chute tube over 
its full length.

The brush comprises a cylindrical sheet-metal 
housing with replaceable stiff nylon.

Brush is automatically lowered and raised by the 
geared electric motor. The nylon brushes scrape 
and clean the internal surface as they move up 
and down the chute.

CLEANING SYSTEM



CHUTE ACCESSORIES
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Sanitizing Unit

Disinfectant tank capacity: 4 litres capacity

Duration of cleaning: 5 minutes

Duration of Disinfectant spray: 2minutes

1cycle of cleaning, ½ of the disinfectant is used. One tank can 
be used for 2 times for washing. 

CLEANING SYSTEM



FIRE PROTECTION

GAS BULB SPRINKLERS

These automatic sprinklers are quick 
response sprinklers which utilize a 

3.00mm frangible glass bulb. They have 
demonstrated response times in 

laboratory tests which are five times 
faster to a fire much faster than standard 
response sprinklers. This quick response 

enables sprinklers to apply water to a fire 
much faster than standard response 
sprinklers of the same temperature 

rating.
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FIRE PROTECTION

FIRE CUT-OFF DOOR

At the base of the chute an automatic fire 
cut off door will be installed to prevent 

the spread of fire from gaining access to 
or leaving the chute system.

The fire cut off door comprises a 
structure frame with smooth rails and 
sloping door connected to mechanical 

springs.
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GARBAGE CHUTE ROOM

19

CONTROL PANEL: 

IP 65 – READY FOR CONNECTION 
PURPOSES TO

FIRE ALARM SYSTEM .

CIVIL DEFENSE ACTUAL TEST . 



GARBAGE COMPACTOR

Ries Container Packer CP1100 – waste 
compactor for 1.1cbm bins.  It was 

designed to be useable at very narrow and 
low spaces. 

It has a very rugged construction, 
standardized hydraulic and electrical 

components.   In order to prevent the rolls 
from damages, the compactor – base lifts 
the bin. The rolls have no contact to the 

floor while compacting. 

The compactor can be used in and 
outside. Open the lid of the container 

and push the container onto the 
platform of the compactor. The 

compaction plate must be lifted. 

Possible also for other bins like 770 
litter bins. Operation with two hand, 

One for the switch for the e-motor and 
one for the hydraulic lever. 

Total Weight: 245kg

Electric Connection: 220 Volt
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TRI-SORTER SYSTEM

A Tri-Sorter System has retrofitted an 
existing chute system with a control 

panel connected to a carousel unit in the 
main garbage room. 

The residents select the appropriate 
button on the control panel (i.e. 

recyclables, organics, and garbage) which 
turns the carousel to corresponding 
collection bin in the garbage room.

Tri-Sorter System allows residents to 
dispose of their garbage and recycling 

using a single chute. The system directs 
the materials into one of three separate 
bins for garbage, commingled recycling 

or paper.   

By installing this system, residents will 
have access to recycling on each floor 

that is as convenient as garbage 
disposal using a single chute.
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BI-SORTER SYSTEM

It’s a type door which works as 
separating door for recyclable and non 
recyclable materials. An actuator is used 
to place the separator to its right 
position.  

There is two push buttons are provided 
on all hopper doors. The corresponding 
signal is passing to the main control panel 
which gives the information  to actuator. 

22

Same as Tri Sorter Benefits. Only the 
buttons or options are 2. Non - Recyclable 
& Recyclable.

By installing this system, residents will have 
access to recycling on each floor that is as 
convenient as garbage disposal using a 
single chute.



OUR FACILITIES



OUR PROJECTS - UAE



OUR PROJECTS –OUTSIDE UAE
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THANK YOU
INFO@EXPERIENCE-GC.AE

WWW.EXPERIENCE-GC.COM


